Continuous tie wire
to next single half

hitcn. /

/TW\'STSG mesh wire
4 SSS

13.5 Gage
tie wire

Continuous tie wire
>\ to next double half
hitch. Terminal ends
fo be tied off and
clipped.

100 100
' nominal spacing ‘momimo\spccw‘mg '

STANDARD TIE WIRE DETAIL

Alternating single and double half hitches (locked loops)
(See Note

SPIRAL BINDER LACING

Crimped end

/ of joint

75-85

9 Gage Spiral Binder

Crimped end
of joint

STANDARD SPIRAL BINDER

(See Note 2)

48

1" 9 g Wire diameter 3.05 mm

Before closure After closure

INTERLOCKING FASTENER
23

Nominal 25 mm overlap

46
8

Wire diameter 3.05 mm

Before closure After closure

OVERLAPPING FASTENER

ALTERNATIVE GABION JOINT MATERIAL FASTENERS

(Fastener dimensions nominal)
(See Nofes 3 and

Jo Assemble Transitional Gablon Basket:

S+ep® Cut mesh along joint between Fro
and Base Panel.

Step(2) Unfasten End Parel ‘A’ from Bose
rotate End Panel "A’. Fasten End
Panel A’ to Back Panel.

Sfep(:) Fold the cut portion of the Base
upright position along diagonal
diaphragm to the corner of the B

S‘rep@ Fold the Back Panel, Front Paonel
P

&g%izf-’ome\
MR

Back Panel

iR
g

. anel ‘B’ into upr\gh+ positions.
2igphraon; — 7 Panel "B’ to the Back Panel and the Front Panel.

| nd S+ep® Rotate End Panel ‘A’ and the cut

B Base ‘pqme\// el ‘A’ the Front Panel inward against i

portion of the Base Panel. Faste
over |lapped portion of the Front
End Panel 'A’. Fasten the overlq

M

O

of the Front Panel and End Panel

the diagonal (described in Step
step(8) Fill the Transitional Gabion Ba

rock as per specifications.
S‘rep@ Close I1d and fold over corner o

Fasten along Lid Panel edges.

Front Panel

g

FLAT LAYOUT OF
GABION BASKET

the
folded upright portion of the Base Panel along
).

WILOMETER POST |SHEET] TOTAL
D‘ST‘ COUNTY ‘ ROUTE TOTAL PROJECT ‘ SHEETS
etric | 0o G

«((

REGISTERED CIVIL ENGINEER

[Ld
[T,

July I, 1899

PLANS APPROVAL DATE
The State of Callfornla or Its offlcers or
agens shall nor be_responsivie for The gccuracy
or completeness of electranic coples of this plon
shoot.

NOTES

l. A joint connection must be made where any panel edge
meets another panel. This Includes adjacent gablon baskets,
individual panels within a basket, diophragm edges, etc.

2. Standard tie wire may be used as a joint connector for
either fwisted or welded mesh. Spiral binder is to be used
with welded mesh only.
3. When alternative Gabion joint material fasteners are used,
one fastener must be installed in each mesh opening (0 fasteners
minimum per meter). Mesh openings are counted along one of the

panels at the joint.
4. When alternative Gabion joint material fosteners are nmot copable
of enclosing all wires along a Joint, especlally at Basket-To-Basket
Joints, either standard tie wire or sprial binder, as applicable,
must be used.
nt Panel
Panel and
Panel
Panel Info
from the
ack Panel.
ond End
Fasten End

portion of
he upturned
n along the
Panel and
pped portion
5 Yo

sket with

f Lid Panel.

ASSEMBLED TRANSITIONAL

GABION BASKET

TRANSITIONAL GABION BASKET

(For 2 m:3 m: or 4 m gabion)

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

GABION BASKET DETAILS NO. 2

NO SCALE
ALL DIMENSIONS ARE IN

MILLIMETERS UNLESS oTHERWISE sHond | D1 QOB
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